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HALFEN HTF Assembly Instructions

HTF Impact sound insulation unit for Precast Stairways
a

HTF HTF-DS HTF-LS

Insulation unit Insulation strip v Bearing strip v

Fitting to bearing width (fig. 1-3):

For minor extension of the element HTF () the HTF-DS Insulation strip (— B, ordered separately) is used. The insulation
strip is trimmed to the required length on site, inserted into the standard element, and fixed to the landing using the adhe-
sive tape on the back side (H) .

For larger extensions of the HTF element where additional elastomer bearing is statically required, use the HTF-LS Bearing
strip (— El, ordered separately). The bearing strip is trimmed to the required length on site and inserted into the standard
element () .

Z

To shorten: cut the elemet at the TO exte_nd: if a larger b(lealring width Extepsi%r? M-Iit-h additional bi-Tr‘apez-
) - ) is required, the HTF unit is exten- bearing®: divide the HTF and insert
appropnatel perforation ®.t(.) achie- ded by inserting a section of a section of the HTF-LS Bearing
ve the required Leng(g @, join the HTF-DS Insulation strip, cut to strip cut to the required additional
two parts together (3. the required additional length. length.
Design of the bearings (Fig. 7-10): [ 7] B
Bearings can be designed as shown
in fig. | or E.
Fig. [El shows the position of the
HTF sound insulation unit. Using the
adhesive tape on the back side, the
insulation unit is fixed to the landing. .
Edge insulation, HTPL Joint sheet o St-alr that butt
(fig. ET), is installed for a bearing Stair with a gap to the wall directly to the wall
acc. to fig. H.
] \¢ '”
Stair bearing with standard HTF unit Stair with HTPL joint sheet

Adapting to the bearing depth (fig. 1-3): Bend the insulation element down at the required pre-scored line to fit to the
required depth. Trim protruding material flush with the surface.
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HALFEN HTF Assembly Instructions

HTF-B Impact sound insulation element for Prefabricated Stair elements

The HALFEN HTF-B Impact sound insulation element is used at the foot of prefabricated flights of stairs to achieve acoustic
separation from ground floor slabs.

Cross section of a typical application of the HTF-B unit The HTF-B Impact sound insulation element can be cut to
size along the preforated lines; alternatively the protruding

L) f""’" 22N areas can be bent up.

@ Elastic joint fill

Deutsch

Impact Sound Insulation Element with
bi-Trapez® elastomer bearing

HTPL-100 Impact sound insulation unit (Joint sheet)

The HTPL Joint sheet is a system component which can be The HALFEN HTPL-100 Impact sound insulation unit reliably

combined with all HALFEN Sound insulation products to prevents acoustic bridging.
avoid acoustic bridges in the joint between the stair ele- Application is simple: place and fix the HTPL-100 Joint
ment and the stairwell wall. sheet between the stair flight and the wall. Multiple panels

are butt-joined and fixed with adhesive tape - done!

Integrated double-sided
adhesive tape at the top
and bottom, for fixing to

walls ~
M

30 30

30 30
T

1000

To avoid impact noise

® transition pay attention
to impurities or ingress
of concrete in all struc-
tural joints.

Application of the HTPL Joint sheets
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2] 3]
HTF HTF-DS HTF-LS
Fertigteil- Dammstreifen Lagerstreifen

Dammelement K/

Anpassung an die Auflagerbreite (Abb. 1-3):

Zur geringen Verlingerung der HTF Elemente (Ell) kann der Ddmmstreifen HTF-DS (1, separat bestellen) verwendet wer-
den. Der Dammstreifen wird bauseits entsprechend der benétigten Lange zugeschnitten, in die Standardelemente eingefuigt
und mittels riickseitigem Klebeband am Podest fixiert () .

Bei erheblicher Verlangerung der Elemente, die zusétzliche Lager statisch erforderlich machen, wird der Lagerstreifen HTF-LS
(—El, separat bestellen) eingesetzt. Der Lagerstreifen kann bauseits entsprechend der benétigten Linge zugeschnitten und
dann in die Standardelemente eingefiigt werden ().

Verldngern: Fiir groBere Auflager- Verldngern mit zusatzlichem

Kiirzen: Element an einer der perfo- breiten wird das HTF Element durch bi-Trapez-Lager®:
rierten Linien durchtrennen @ und Einflgen eines nach MaB zuge- HTF Element teilen und einen nach
nach Bedarf kiirzen @, getrennte schnittenen Abschnitts aus dem MaR zugeschnittenen Abschnitt aus
Abschnitte @ zusammenfiigen. Dammstreifen HTF-DS angepasst. dem Lagerstreifen HTF-LS einflgen.

Ausbildung der Auflager (Abb. 7-10): 7| a

Auflager kénnen wie in Abb. A oder

H ausgefiihrt werden. Abb. El zeigt

die Anordnung des HTF Trittschall-

ddmmelementes.

Durch die riickseitigen Selbstklebe-

streifen wird das Ddmmelement am

Podest fixiert Treppe ohne
Bei Auflagern gemiR Abb. B ist Treppe mit Abstand zur Wand Abstand zur Wand

zusdtzlich umlaufend die HTPL Fugen-

platte anzuordnen (Abb. ). a \?

Treppenauflager mit
Standardelement HTF Treppe mit HTPL Fugenplatte

Anpassung an Auflagertiefe (Abb. 1-3):
Durch das Abwinkeln an den vorgeritzten Sollknicklinien werden die Ddmmelemente an die erforderliche Tiefe angepasst.
Ein etwaiger Uberstand wird bauseits abgeldngt.
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ammelement fiir Fertigteil-Treppen

Das HALFEN HTF-B Trittschallddimmelement wird fur die elastische Auflagerung von Fertigteil-Treppenldufen auf Boden-
platten im untersten Geschoss verwendet.

Schnitt durch eine typische Einbausituation des HTF-B Das HTF-B Trittschallddmmelement kann bei Bedarf an
den vorgestanzten Linien beschnitten; alternativ kénnen

70000 die tiberstehenden Flachen hochgeklappt werden.

@ Dauerelastische @[ :

Fugendichtung

/
Trittschall-Ddmmelement mit
bi-Trapez® Elastomer-Lager

HTPL-100 Trittschall-Ddmmelement (Fugenplatte)

Die HTPL-100 Fugenplatte ist eine Systemkomponente Die HALFEN HTPL-100 Fugenplatte vermeidet zuverldssig
und kann in Kombination mit allen HALFEN Schallddmm- die Ubertragung von Trittschall. Die akustische Entkopplung
produkten zur Vermeidung von Schallbriicken in der Fuge von Treppenlauf und Wand ist denkbar einfach: Fugenplatte
zwischen Treppe und Treppenhauswand verwendet werden. zwischen den Bauteilen anordnen und StéBe zwischen den

Platten einfach mit Klebeband abkleben - fertig.

Integrierter doppelseitiger
Klebestreifen oben und unten,
fiir Wandbefestigung
o
E[ \;
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@ Bei allen Anschliissen
ist darauf zu achten,
dass Schallbriicken durch
Verunreinigungen oder

eindringenden Beton
vermieden werden.

Anordnung der HTPL Fugenplatten
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For more information on the products featured here, please contact Leviat:

Australia

Leviat

98 Kurrajong Avenue,

Mount Druitt Sydney, NSW 2770
Tel: +61-2 8808 3100

Email: info.au@leviat.com

Austria

Leviat
Leonard-Bernstein-Str. 10
Saturn Tower, 1220 Wien
Tel: +43 - 1- 259 6770
Email: info.at@leviat.com

Belgium

Leviat

Borkelstraat 131

2900 Schoten

Tel: +32 - 3 - 658 07 20
Email: info.be@leviat.com

China

Leviat

Room 601 Tower D,

Vantone Centre

No. A6 Chao Yang Men Wai Street
Chaoyang District

Beijing - P.R. China 100020

Tel: +86 - 10 5907 3200

Email: info.cn@leviat.com

Czech Republic

Leviat

Business Center Safrankova
Safrankova 1238/1

155 00 Praha 5

Tel: +420 - 311 - 690 060
Email: info.cz@leviat.com

France

Leviat

18, rue Goubet

75019 Paris

Tel: +33 - 1- 44 52 3100
Email: info.fr@leviat.com

Leviat.com

Germany

Leviat

Liebigstrasse 14

40764 Langenfeld

Tel: +49 - 2173-970 -0
Email: info.de@leviat.com

Italy

Leviat

Via F.lli Bronzetti N° 28
24124 Bergamo

Tel: +39 - 035 - 0760711
Email: info.it@leviat.com

Malaysia

Leviat

28 Jalan Anggerik Mokara 31/59
Kota Kemuning,

40460 Shah Alam Selangor

Tel: +603 - 5122 4182

Email: info.my@leviat.com

Netherlands

Leviat

Oostermaat 3

7623 CS Borne

Tel: +31- 74 - 267 14 49
Email: info.nl@leviat.com

New Zealand

Leviat

2/19 Nuttall Drive, Hillsborough,
Christchurch 8022

Tel: +64 - 3 376 5205

Email: info.nz@leviat.com

Norway

Leviat

Vestre Svanholmen 5
4313 Sandnes

Tel: +47 - 51 82 34 00
Email: info.no@leviat.com

Poland

Leviat

Ul. Obornicka 287
60-691 Poznan

Tel: +48 - 61- 62214 14
Email: info.pl@leviat.com

Singapore

Leviat

14 Benoi Crescent
Singapore 629977

Tel: +65 - 6266 6802
Email: info.sg@leviat.com

Spain

Leviat

Poligono Industrial Santa Ana
c/ Ignacio Zuloaga, 20

28522 Rivas-Vaciamadrid

Tel: +34 - 9163218 40

Email: info.es@leviat.com

Sweden

Leviat

Vadursgatan 5

412 50 Goteborg

Tel: +46 - 31-98 58 00
Email: info.se@leviat.com

Switzerland

Leviat

Hertistrasse 25

8304 Wallisellen

Tel: +41- 44 - 84978 78
Email: info.ch@leviat.com

United Kingdom

Leviat

A1/A2 Portland Close
Houghton Regis LU5 5AW
Tel: +44 - 1582 - 470 300
E-Mail: info.uk@leviat.com

United States of America
Leviat

6467 S Falkenburg Rd.
Riverview, FL 33578

Tel: (800) 423-9140
Email: info.us@leviat.us

For countries not listed
Email: info@leviat.com

Halfen.com

For information on certified management systems and standards, see www.halfen.com

Notes regarding this catalogue

© Protected by copyright. The construction applications and details provided in this publication are
indicative only. In every case, project working details should be entrusted to appropriately qualified
and experienced persons. Whilst every care has been exercised in the preparation of this publication
to ensure that any advice, recommendations or information is accurate, no liability or responsibility
of any kind is accepted by Leviat for inaccuracies or printing errors. Technical and design changes
are reserved. With a policy of continuous product development, Leviat reserves the right to modify
product design and specification at any time.
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